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1-1/2" WIDE BORDER, MEDIUM FINISH

4" THICK CONCRETE PAVING

BETWEEN PILASTER

(IN TURF AREA ONLY)

9'

7-3/16"x18"x9' CUSTOM

CONCRETE PARK SIGN

SMOOTH FIN. BACKGROUND, 1/2" DEEP INSET.

4" TIMES ROMAN LETTER INSET,

1/2" DEEP AND PAINTED GLOSS

BLACK. REFER TO PSD PC-8

3/4" COIL INSERTS WITH 1/2" SPACERS FOR

LIFTING. PATCH IN FIELD (1 EACH SIDE, 2 TOTAL)

3/4" COIL INSERTS WITH 3/4" THREADED ROD

(5 EACH SIDE, 10 TOTAL)

27" SQ. PILASTER CONCRETE CAP WITH 24 1/2" SQ. FOOTPRINT.

SET IN GROUT AND EPOXY TO BAR
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  PARK STANDARD DETAILS

PARK SIGN 'B'

  1 OF 5 PSD PC-4    03/14/2011RERMAM 1/2" = 1'-0"PSD PC-4.DWG

FRONT VIEW

4' SQ.

SLOPESLOPE

NOTES:

1.  CONCRETE PARK SIGN SHALL BE INSTALLED AND ANCHORED PER

     MANUFACTURER'S SPECIFICATIONS.

2. COBBLESTONE SHALL BE 4"-6" NOYO COBBLESTONE.  COLOR SHALL BE

     VARYING NATURAL TONES RANGING FROM MEDIUM DARK GRAYS TO

     LIGHT-MEDIUM BROWNS/TANS.  COBBLE SHALL BE SMOOTH AND FREE

     OF CRACKS, CHIPS, AND CREVICES.

3.  SIGN TEXT SHOWN IS FOR EXAMPLE ONLY. FINAL TEXT APPROVED BY CITY'S

     LANDSCAPE ARCHITECT.

4"

TYP.

0 1' 2' 4'

SCALE:  1/2" = 1'-0"
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